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Film cassette

OPTIMAL OPERATING DIMENSIONS
Film Ceph: total of 88",  46" to the left,  42" to the right
Film Pan: total of 64",  22" to the left,  42" to the right
Digital Ceph: total of 85",  46" to the left,  39" to the right
Digital Pan: total of 61",  22" to the left,  39" to the right

9" pan only
44 1/2" for the Ceph

Digital minimum space requirement 33 1/2"
Film Entry 1 minimum space requirement 38"
Film Entry 2 minimum space requirement 39"

Area required for arm to rotate
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Wall preparation:
The pan or pan/Ceph creates 
pull-out force of 1,216 pounds.

Wall bracket has 4 pre-drilled holes, 
16" and 12" on center. Either one 
can be used. 

If metal studs are in wall, use a mounting 
board to expand the load over several 
studs to meet the pull-out requirement. 
If needed, sandwich the wall on both sides.

YOU MUST USE EITHER
1. Top wall bracket and floor screws

 OR
2. Two wall brackets.

Only one wall bracket is supplied 
with each system. If planning for 
2 wall brackets, you must add part# 
10005439 to your order.

INPUT / OUTPUT OUTLETS
All outlets must be within 3 ft. from the back 
of the column and 12"-48" from the floor.
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Film Ceph head

Digital Ceph head

Optional Ceph Arm
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Digital ProMax Film-Based ProMax

1.  Power: 110V, 20A dedicated circuit.
2.  Remote exposure switch: 
     2"x4" electrical outlet boxes at ProMax
     and remote exposure switch location.
  1/2" conduit and the 2"x4" electrical 
     boxes required.  All parts supplied for
     exposure switch connection.
3.  Pan/Ceph Film units: Admark: 11/2"
     conduit to the darkroom,  30 ft. 
     cable supplied.
4.  ProMax Ethernet interface: Standard
     Ethernet RJ45 port to the network   
     HUB / SWITCH.

Installation Template
PLANMECA, Inc.

100 N. Gary Ave., Suite A
Roselle, Illinois 60172 

(630) 529-2300
www.planmeca.com


